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§165.752

§165.752 Sparkman Channel, Tampa,
Florida—regulated navigation area.

(a) A regulated navigation area is es-
tablished to protect vessels from lim-
ited water depth in Sparkman Channel

33 CFR Ch. | (7-1-12 Edition)

caused by an underwater pipeline. The
regulated mnavigation area is in
Sparkman Channel between the lines
connecting the following points (ref-
erenced in NAD 83):

Latitude Longitude Latitude Longitude
1:
27°56'20.5” N 082°26'42.0" W ......cccoevvvivrirrcccnne to 27°5619.3" N ..o 82°26'37.5” W
2:
27°55'32.0" N 082°26'54.0” W .....cccovvvrericcrenne to 27°55’30.9” N ..o 82°26'49.1” W

(b) Ships requiring Federal or State
pilotage shall not meet or overtake
other like vessels in Sparkman Chan-
nel.

(c) Vessels having a draft of more
than 35.5 feet may not transit
Sparkman Channel.

(d) Vessels having a draft of 34.5 feet,
but not over 35.5 feet, may transit
Sparkman Channel only when the tide
is at least one foot above mean low
water.

(e) Vessels with a draft of 30 feet or
greater shall transit as near as possible
to the center of the channel.

[CGD7 90-52, 56 FR 36005, July 30, 1991, as
amended by USCG-1998-3799, 63 FR 35532,
June 30, 1998]

§165.753 Regulated navigation area;
Tampa Bay, Florida.

(a) The following is a regulated navi-
gation area (RNA): All the navigable
waters of Tampa Bay, Hillsborough
Bay and Old Tampa Bay, including all
navigable waterways tributary thereto.
Also included are the waters of Egmont
Channel, Gulf of Mexico from Tampa
Bay to the seabuoy, Tampa Lighted
Whistle Buoy T, LLNR 18465.

(b) The master, pilot, or person in
charge of any vessel of 50 meters or
greater shall give a Navigational Advi-
sory Broadcast in accordance with 47
CFR 80.331 on VHF-FM channel 13 at
the following broadcast/reporting
points:

(1) Prior to getting underway from
any berth or anchorage;

(2) Prior to entering Egmont Channel
from seaward;

(3) Prior to passing Egmont Key in
any direction;

(4) Prior to transiting the Skyway
Bridge in either direction;

(5) Prior to transiting the intersec-
tion of Tampa Bay Cut F Channel,
Tampa Bay Cut G Channel, and Gads-
den Point Cut Channel;

(6) Prior to anchoring or approaching
a berth for docking;

(7) Prior to tending hawser;

(8) Prior to transiting Point Pinellas
Channel Light 1 in either direction.

(c) Each Navigational Advisory re-
quired by this section shall be made in
the English language and will contain
the following information:

(1) The words ‘‘Hello all vessels, a
Navigational Advisory follows’’;

(2) Name of vessel;

(3) If engaged in towing, the nature of
the tow;

(4) Direction of Movement;

(5) Present location; and,

(6) The nature of any hazardous con-
ditions as defined by 33 CFR 160.203.

(d) Nothing in this section shall su-
persede either the International Regu-
lations for Preventing Collisions at
Sea, 1972 (72 COLREGS) or the Inland
Navigation Rules, as applicable, or re-
lieve the Master or person in charge of
the vessel of responsibility for the safe
navigation of the vessel.

[CGDO07-94-094, 60 FR 58519, Nov. 28, 1995]

§165.754 Safety Zone: San Juan Har-
bor, San Juan, PR.

(a) Regulated area. A moving safety
zone 1is established in the following
area:

(1) The waters around Liquefied Pe-
troleum Gas ships entering San Juan
Harbor in an area one half mile around
each vessel, beginning one mile north
of the San Juan Harbor #1 Sea Buoy, in
approximate position 18-29.3N, 66-07.6W
and continuing until the vessel is safe-
ly moored at either the Gulf Refinery

736



Coast Guard, DHS

0il dock or the Catano Oil dock in ap-
proximate position 18-25.8N, 66-06.5W.
All coordinates referenced use datum:
NAD 83.

(2) The waters around Liquefied Pe-
troleum Gas ships departing San Juan
Harbor in an area one half mile around
each vessel beginning at either the
Gulf Refinery Oil dock or Catano Oil
dock in approximate position 18-25.8N,
66-06.5W when the vessel gets under-
way, and continuing until the stern
passes the San Juan Harbor #1 Sea
Buoy, in approximate position 18-28.3N,
66-07.6W. All coordinates referenced use
datum: NAD 83.

(b) Regulations. (1) No person or ves-
sel may enter, transit or remain in the
safety zone unless authorized by the
Captain of the Port, San Juan, Puerto
Rico, or a designated Coast Guard com-
missioned, warrant, or petty officer.

(2) Vessels encountering emergencies
which require transit through the mov-
ing safety zone should contact the
Coast Guard patrol craft on VHF Chan-
nel 16. In the event of an emergency,
the Coast Guard patrol craft may au-
thorize a vessel to transit through the
safety zone with a Coast Guard des-
ignated escort.

(3) The Captain of the Port and the
Duty Officer at Sector San Juan, Puer-
to Rico, can be contacted at telephone
number 787-289-2041. The Coast Guard
Patrol Commander enforcing the safety
zone can be contacted on VHF-FM
channels 16 and 22A.

(4) Coast Guard Sector San Juan will
notify the marine community of peri-
ods during which these safety zones
will be in effect by providing advance
notice of scheduled arrivals and depar-
tures of Liquefied Petroleum Gas ves-
sels via a marine broadcast Notice to
Mariners.

(5) Should the actual time of entry of
the Liquefied Petroleum Gas vessel
vary more than one half hour from the
scheduled time stated in the broadcast
Notice to Mariners, the person direct-
ing the movement of the Liquefied Pe-
troleum Gas vessel shall obtain permis-
sion from Captain of the Port San Juan
before commencing the transit.

(6) All persons and vessels shall com-
ply with the instructions of on-scene
patrol personnel. On-scene patrol per-
sonnel include commissioned, warrant,

§165.756

or petty officers of the U.S. Coast
Guard. Coast Guard Auxiliary and local
or state officials may be present to in-
form vessel operators of the require-
ments of this section, and other appli-
cable laws.

[COTP SAN JUAN 97-045, 63 FR 27681, May
20, 1998, as amended by USCG-2001-9286, 66
FR 33641, June 25, 2001; USCG-2008-0179, 73
FR 35017, June 19, 2008]

§165.755 Safety
Puerto Rico

Zone; Guayanilla,

(a) The following area is established
as a safety zone during the specified
conditions:

(1) A 100 yard radius surrounding a
vessel carrying Liquefied Natural Gas
(LNG) while transiting north of Lati-
tude 17°56.0° N in the waters of the Car-
ibbean Sea, on approach to or depar-
ture from the Eco-Electrica waterfront
facility in Guayanilla Bay, Puerto
Rico. The safety zone remains in effect
until the LNG vessel is docked at the
Eco-Electrica waterfront facility or
south of Latitude 17°56.0" N.

(2) The waters within 150 feet of a
LNG vessel when the vessel is along-
side the Eco-Electrica waterfront facil-
ity in Guayanilla Bay, at position
17°58.55" N, 066°45.3° W. This safety zone
remains in effect while the LNG vessel
is docked with product aboard or is
transferring LNG.

(b) In accordance with the general
regulations in 165.23 of this part, an-
choring, mooring or transiting in these
zones is prohibited unless authorized
by the Coast Guard Captain of the
Port.

(c) Coast Guard Sector San Juan will
notify the maritime community of pe-
riods during which the safety zones
will be in effect by providing advance
notice of scheduled arrivals and depar-
tures of LNG vessels via a marine
broadcast Notice to Mariners.

[COTP San Juan 00-095, 66 FR 16870, Mar. 28,
2001, as amended by USCG-2008-0179, 73 FR
35017, June 19, 2008]

§165.756 Regulated Navigation Area;
Savannah River, Georgia.

(a) Regulated Navigation Area (RNA).
The Savannah River between Fort
Jackson (32°04.93° N, 081°02.19° W) and
the Savannah River Channel Entrance
Sea Buoy is a regulated navigation
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